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ROTORS AND ACCESSORIES

  ) 35°

 n = 6,000 min-1 
 max. RCF 4,146

  Cat. No.  1613

Angle rotor, 12-place

capacity in ml 1.6–5 4–7 8 8.5–10 15

Ø x L in mm 13 x 75 13 x 100 16 x 125 16 x 100 17 x 120

Cat. No. blood collection/urine tubes 0509

rotor
Cat. No. 1613

Cat. No. 1054-A 1058 -

boring Ø x L in mm 13.5 x 60 13.5 x 79 17.7 x 88

tubes per rotor 12 12 6 12 6

max. RCF 2) 3,300 4,146

radius in mm 82 103

run-up in sec 13

run-down in sec  15    104

capacity in ml 4 5 6 15 1.1–1.4 2.6–3.4 2.7– 3 4.5–5 4.9 7.5 – 8.5 9 –10 10

Ø x L in mm 10 x 88 12 x 75 12 x 82 17 x 100 8 x 66 13 x 65 11 x 66 11 x 92 13 x 90 15 x 92 16 x 92 15 x 102

Cat. No. - 05532) 05012) 05182) blood collection/urine tubes

rotor
Cat. No. 1613

Cat. No. 6305 1054-A - 1054-A -

boring Ø x L in mm 11.5 x 67.5 13.5 x 60 17.7 x 88 13.5 x 60 17.7 x 88

tubes per rotor 12

max. RCF 2) 3,502 3,300 4,146 3,300 4,146

radius in mm 87 82 103 82 103

run-up in sec 13

run-down in sec  15     104

 2) Please note that the RCF values indicated refer only to rotor performance. The max. permissible RCF of tubes used        
  should be verified with the individual manufacturers. The max. RCF for glass tubes annotated with footnote 2) is 4,000. 
 7) 6-place adapter set for conical 50 ml tubes with screw cap.
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capacity in ml 1.5 2.0 3 15 50 75 85 7.5 – 8.5 9 –10 10 8.5 –10

Ø x L in mm 11 x 38 10 x 60 17 x100 34 x100 35 x 105 38 x101 15 x 92 16 x 92 15 x102 16x100

Cat. No. 2078 0536 - 0518 2) 05212) 0548 0549 blood/urine tubes

rotor
Cat. No. 1620 A

Cat. No. 1449 1451 1463 - 1451

boring Ø x L in mm 11.4 x 39 17.5 x 92 35 x 89 38.6 x 90.2 17.5 x 92

tubes per rotor 24 6 6 6 6

max. RCF 2) 4,105 3,904 4,146 4,226 3,904

radius in mm 102 97 103 105 97

run-up in sec 19

run-down in sec  22     104

ROTORS AND ACCESSORIES

capacity in ml 15 50 10 30 50 85

Ø x L in mm 17 x 120 29 x 115 16 x 80 26 x 95 29 x107 38 x106

Cat. No. 0509 0513 - 0545 0546 0547

rotor
Cat. No. 1620 A

Cat. No. 1466 1454 1646 7) 1448 1447 1446 -

boring Ø x L in mm 17x106 29.8 x 97 - 16.5x74 26 x 85 29 x 92 38.6 x90.2

tubes per rotor 6 3 6 12 6

max. RCF 2) 3,985 3,985 3,985 3,904 3,824 4,025 4,226

radius in mm 99 97 95 100 105

run-up in sec 19

run-down in sec  22     104

   Angle rotor, 6-place

  ) 35°

 n = 6,000 min-1 
 max. RCF 4,226 

  Cat. No.  1620 A
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P
12

06
G

B
.1

10
9 

 ©
  
b

y 
A

nd
re

as
 H

et
tic

h 
G

m
b

H
 &

 C
o.

K
G

, 
78

53
2 

Tu
tt

lin
ge

n 
· 

P
rin

te
d

 in
 G

er
m

an
y 

· 
D

es
ig

n,
 f

or
m

 a
nd

 c
ol

ou
r 

m
od

ifi
ca

tio
ns

 r
es

er
ve

d
.

TECHNOLOGY ROTOFIX 32 A

Benchtop centrifuge, without rotor

Power supply*) 208 – 240 V 1 ~ 100 – 127 V 1 ~

Frequency 50 – 60 Hz

Consumption 300 VA

Emission EN 55011 group 1, class B,
EN 61000-3-2, EN 61000-3-3

FCC class B

Immunity EN 61000-6-2 -

Max. capacity 4 x 100 ml / 32 x 15 ml

Max. RPM (speed) 6,000 min-1

Max. RCF 4,226

Running time 1– 99 min,  continuous run, short cycle mode (impulse key)

Dimensions (H x W x D) 257 x 366 x 430 mm

Weight approx. 23 kg

Cat. No. 1206 1206-01

*)  Other voltages on request.

Hettich centrifuges comply with all relevant EU standards in effect and conform to the 
European level of quality and safety for medical devices. Evidence is provided by national and 
international test marks such as IEC 61010 or the CE conformity. The ISO 9001:2008 and 
ISO 13485:2003 certificates accredited to the company bear witness to the extreme care and 
responsibility Hettich puts into the manufacturing of centrifuges and their accessories.

Andreas Hettich GmbH & Co. KG
Föhrenstr. 12
D-78532 Tuttlingen
Germany

www.hettichlab.com
info@hettichlab.com
service@hettichlab.com

Phone +49 (0)7461 / 705 -0  
Fax +49 (0)7461 / 705 -122

National Sales: -200
International Sales: -201
National Service: -202
International Service: -203


